
Simply, fast and professionally - the TK 300 II prints
labels for most diverse applications.

Solutions

Born to be Everywhere.

The CUSTOM TK 300 II represents the new generation of high
performance ticket printers.

Wherever tickets are needed, the new allround printer is used:	
For parking receipts, train tickets, boarding passes or luggage tags,
tickets for the cinema, for the theatre, for the museum, for concerts or
for sports events.

All usual thermal paper formats are processed, and with a rate of up to
250mm per second, the printer belongs to the fastest in it´s class.	

The TK 300 II combines state of the art technology and outstanding 
engineering with a pleasant design and a perfect handling concept. 

The durable and space-saving construction of the printer provides an 
extremely reliable and economical operation.

Optional extension modules enable for example the processing of rolling
or fan fold tickets, or of triple feed. Using the RFID module, printing and
encoding take place in the same processing step. Further optional safety
features are provided by the Safety Key and the Veriprint® print head 
with integrated scanner unit.

TK300 II - the Jack of all trades for perfect ticket processing

Universal ticket printer

The TK 300 II is the ideal printer
for texts, logos and barcodes.
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Fan Fold

Triple Feed

Safety Key

VeriPrint®

Technical Specifications

	Main Features:
•	 Printing method: thermodirect
•	 integrated 2 row display
•	 Space saving removable power supply
•	 Speed up to 250 mm/sec
•	 MTBF 550.000 hours
•	 Highly reliable cutter: up to 2.000.000 cuts
•	 Sensors: black mark in 4 positions
•	 integrated Barcode reader
•	 Dimension: 216 x 254 x 257 mm (W x H x L)
•	 Weight: 3.7Kg	

Paper:
•	 Paper width from 45 to 82.5 mm
•	 Paper thickness from 70 to 350 g/m2

•	 Paper roll and fan-fold	

Barcodes:
•	 1D and 2D barcodes: UPC-A, UPC-E, EAN13, EAN8,	

CODE39, ITF, CODABAR, CODE93, CODE128, CODE32,	
PDF417, DATAMATRIX	

Fonts: 
•	 European, English, Nordic, Chinese, Russian 
•	 Direct file logo bitmap
•	 True Type Font	

Available Versions:
•	 Serial+USB+Ethernet
•	 Serial+USB+Ethernet with Barcode Scanner
•	 Serial+USB+Ethernet with RFID reader/writer
•	 Serial+USB+Ethernet VeriPrint® with Barcode Scanner	

Standards:
•	 ISO 14443A, ISO 15693, ISO 14443B (with optional Proactive module) 	

Encoding Options:
•	 fully compliant to the European Regulation ETSI EN 300 220 	

(869.525 MHZ) / FCC standard, 
•	 fully compliant to the US telecommunication regulation FCC part 15 	

(902-928 MHZ)	

Special Options:
•	 Fan-fold and paper roll support
•	 Triple Feed to manage three rolls or fan-fold
•	 Safety Key
•	 VeriPrint® printing head with integrated scanner unit
•	 Multimediacard (64MB) for logo, font, data storage
•	 RFID	

Software:
•	 Total remote management by internal Web Server
•	 Total remote control by E-mail Service
•	 Online Logo and Font updating
•	 AEA protocol
•	 Driver directly on printer
•	 Full Status Monitor Driver
•	 Autoinstalling Driver for Win2000/XP/Vista
•	 Linux Driver
•	 asyMyfare SW to read/write data on MIFARE tag
•	 EthLocator SW to search printers connected to the	

network and then configure parameters


