
„Ticketing-in-a-Box“
ticketing terminal and printer

Ticketing

Intelligent Systems for Ticketing and Access Control

Recommended for
Single Event ticketing where networking not required including
•	 General admittance ticketing
•	 Sports Event ticketing
•	 Concert ticketing and
•	 Public building ticketing

How it works
„Ticketing-in-a-Box“ is designed for non-complex ticketing activities. 
The stand-alone units are not networked.
The system is designed to avoid fraudulent behavior by ensuring that 
the operator logs on to the system, thus making they are ultimately 
responsible for the cash take. At the end of the shift the operator records 
a final cash take, which must equate to the amount registered in the 
system. If there is a discrepancy, the system will request the operator 
to try again. If it does not work a second time, the shift will end and two 
receipts will be issued that require signatures from the operator and 
management.
All information can then be downloaded in a central database or a file 
sent by e-mail, so all activity can be combined and calculated for the 
day from all the single stand-alone stations.
Flash cards can then be re-configured for the next event and next 
operator.

Key Features
•	 Compact and Lightweight
•	 Event configuration module. 	

Configure your event name, ticket price, ticket name etc.	
•	 Operator activity log
•	 End Shift final close
•	 Sequential barcode numbers with event reference
•	 Credit card facility
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Technical Specifications

Printing Method: 	 Thermal fixed head

Resolution: 	 203 dpi (8d/mm) as standard

Printing Speed:	 Up to 100 mm/sec

Paper Width: 	 57 mm

Paper Thickness: 	 70 g/m2

Emulation: 	 CUSTOM and XON/XOFF protocol

Interfaces: 	 Two RS232 serial ports, one USB port

Mass memory:	 32 MB		

RAM memory:	 2 MB

Graphics Memory: 	 6 MB dedicated promotional graphics memory	

Drivers:	 OPOS, JavaPOS driver for Window

Software Tools: 	 Fiscal Suite - CePOS XG, Keyboard Configurator,	 		
Database Browser

Dimensions:	 216 x 254 x 257 mm (W x H x L)

Weight:	 3,7 Kg

Processor:	 Samsung ARM 266 Mhz

Features:	

•	 Electronic journal on MMC and/or SD up to 1,000,000 lines (approx. 260 rolls)

•	 Internal memories and electronic fiscal journal device on standard USB	Mass 	
Storage Protocol

•	 Incorporated alphanumeric keyboard with 42 customizable positions	

•	 Integrated blue backlit LCD customer and operator display with 2 lines x 20 characters	
Port dedicated to drawer (6,12,18,24 Volts)

•	 Automatic perennial date calendar

•	 Remotely programmable scrolling message

•	 100 programmable departments, five of which directly on the keyboard	
(with minimum and maximum limits)

•	 Department groups for aggregate statistics

•	 Up to 50,000 items stored in the internal memory also with barcode management

•	 300 customers in credit with credit collection

•	 Float and cash withdrawal management

•	 30 totally customizable forms of payment

•	 8 sale modifiers (discounts and increases)

•	 10 VAT rates

•	 VAT groups for aggregate statistics

•	 Fiscal, financial, sales statistics reports (also per time bracket) and logs	

•	 Header/footer graphic logos

•	 Promotional graphics coupon


