
Re-Transfer

The new XID 5xxie series uses the unique Re-Transfer 
technology.

Both card sides can be printed edge to edge in never 
seen before quality.

For the first time, individual cards can be produced 
in small quantities with an almost photographic quality, 
that is even superior to offset printed cards.	

All types of card blanks made out of various materials 
and even with surfaces that usually create problems 
with standard printers, can be printed in continuous 
high quality, thanks to the Re-Transfer technology.	

The unique overprint results in extreme longevity and 
color stability. Even contactless cards, magstripe 
cards and contact smart cards are processed with 
equally high precision.

Optional additional modules for lamination and chip 
encoding allow the production of all type of card 
blanks and the use of multiple security features, as 
for example contactless proximity applications.
The printing and the encoding is done in one process 
in this case.

Up to 1.000 cards are printed with one set of ribbons, 
in a speed unique to this quality level. 

The rugged construction of the printer with ribbon 
cartridges that can be exchanged seperately, 
guarantees reliable and cost effective production, 
combined with ease of use.

XID 5xxie series - the allround talents with their 
unique	printing quality.

Perfect Printing Quality
for individualized Cards

The XID 5xx series
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Challenge Card Design Plastikkarten GmbH

Bahnstraße 29-31	 Tel: +49 2102 92 99 00
40878 Ratingen, Germany	 Fax: +49 2102 96 33 69

A Subsidiary of LaserCard Corporation

LaserCard Corporation 

1875 N.Shoreline Blvd.	 Tel: +1 650 969 4428
Mountain View, CA 94043, USA   	 Fax: +1 650 969 3140

www.cardsnmore.com       	 e-mail: info@cardsnmore.com

	XID 560ie 	 XID 570ie 	 XID 580ie 	 XID 590ie

Re-transfer technology:  	 •	 •	 •	 	 •
300 dpi resolution:  	 •	 •	 •	 	 •  
Printable area:	 edgeless	 edgeless	 edgeless	 edgeless 

Singe-side printing:	 •	 • 	 •		 •
Double-side printing:	 -	 •	 • 		 •
Printable materials:	 PVH PVC, PVH, ABS, 100 % PET and Polycarbonate

Auto ribbon detection with 
automatic parameter settings:	 •	 • 	 •		 •
Low ribbon detection 20% before ribbon ends:	 •	 • 	 •		 • 
Extended ribbon portfolio:	
YMCK for 1.000 card sides	 •	 • 	 •		 •YMCKK for 750 card sides	 •	 •	 • 		 •YMCK-PO (Peel-Off) for 750 card sides	 -	 - 	 •		 •YMCK-UV (Special UV Feature) for 750 card sides	 -	 - 	 •		 •	Re-transfer-Film for 1.000 card sides	 •	 •	 •		 •
Print speed (single-side, full-color card):	 90/h	 100/h 	 120/h 	 up to  840/h*

PC Interface: 	 USB 2.0 	 USB 2.0 	 USB 2.0 	 USB 2.0

Network interface:	 Ethernet	 Ethernet	 Ethernet	 Ethernet

Operating System Support:	 MS Windows® 2000, XP and VISTA 

Encoding:
Magnetic Stripe	 °	 ° 	 °		 °Contact Chip	 °	 ° 	 °		 °	 Contactless Chip (RFID)	 °	 ° 	 °		 °Advanced CEF (Chip Encoding Framework)	 •	 •	 • 		 •Prepared for LaserCard Encoding:	 -	  -	 •		 • 	

Manuale card feeding:	  •	 •	 • 		 •	
Lamination options:

Inline lamination ILU	 °	 ° 	 °		 °Multiple Standard OLMs 	  °	 ° 	 °		 °                    Multiple DS OLMs 	  -	 ° 	 °		 °	OLM-Printer communication 	  °	 ° 	 °		 °
EIP = Enhanced Image Processing:	  -	 -	 •		 • 	  

Advanced IPM = Intelligent Printer Management:	  -	 -	 -		 • 
Security Features:	 Security Erase	 Security Erase	 Security Erase	 Security Erase	

IPSEC	 IPSEC	 IPSEC	 IPSEC			
UV ink	 UV ink

Printer password:	  -	 -	  -		 •	
Auto cleaning notification:	 •	 •	 • 		 •			

• 	 available	
° 	 optionally available	 - 	 not available	
 *	 using IPM


